
 Flame retardant, anti-static hi-vis rain 
jacket 

 Winseler  
 3073N2EF7 

 Our Winseler has truly earned its stripes. The classic parka design, a high functionality and 
a perfect fi t have assured a place for this jacket amongst our clients’ all time favourites. The 

fl uorescent colours and refl ective stripings assure that you’ll get noticed from all sides. Winseler 
can be combined with several linings thanks to our ILS system.   



Flame retardant, anti-static 
hi-vis rain jacket
Winseler - 3073N2EF7

European Standards:
» EN 531 : 1995 / A B2 C1 

» EN ISO 14116 : 2008 / Outer : Index 1/12H/40 - Inner : Index 3/25H/40
» EN 1149-5 : 2008
» EN 13034 : 2005 Type PB (6) 

» EN 471 : 2003 + A1 : 2007 / Class 2-2 until size XS
» EN 471 : 2003 + A1 : 2007 / Class 3-2 from size S
» EN 343 : 2003 + A1 : 2007 / Class 3-3
» CE
» EN 340 : 2003

Exterior:
» Straight collar
» Foldaway hood in collar
» Zip closure under flap with touch &

close fastening
» 2 inset chest pockets with zip closure
» 2 patched pockets with flap with touch &

close fastening
» 1 phone pocket
» 1 Napoleon pocket
» 2 loops for gas detectors
» Round inset sleeves
» Sleeve narrowing by touch and close fastening
» Elasticated waist in the back + drawstring in

the hem
» Taped seams
» Flame retardant reflective tape (50mm)
» Back length 85 cm (L)

Interior:
» Fixed flame retardant cotton lining
» 1 inside pocket with zip closure
» Zipper in back lining for placing logos
» Different linings/fleeces can be zipped in

Fabric:
SIOPOR® FR AST: 100% polyester fabric with 100% FR PU coating + AST; ± 250 g/m²

Sizes:
XS - XXXL

Colour:
» 278 Hi-Vis Yellow/Navy
» 279 Hi-Vis Orange/Navy

I.L.S.:
496Z (p.189) - 7690 (p.257) - 7759 (p.188) - 7760 (p.187) - 7761 (p.187) - 7771 (p.189) - 9633 (p.259) - 9634 (p.259)
- 9643 (p.207) - 9644 (p.206) - 9896 (p.206) - 1666 (p.210) - 1874 (p.243) - 2578 (p.208) - 7753 - 9387 (p.208)

Combining products:
5729 (p.243) - 5806 (p.239) - 6133 (p.234)

Packaging:
» 5 pieces per box

Wash & Care instructions:

40°
max 25x EXT


